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AMENDMENT NO. 2 FEBRUARY 2006 

TO 

IS 3972 ( PART ITSEC 2 ): 1982 METHODS OF TEST 

FOR VITREOUS ENAMELWARE 

PART 1 PRODUCTION OF SPECIMEN FOR TESTING 

Section 2 Enamelled Cast Iron 

( First Revision ) 

( Page 4. clause 4.1.1. line 2 ) Substitute 'IS 210 : 1993V for 'IS : 210 - 
1978t'. 

( Page 4, footnote marked' f) — Substitute the following for the existing: 

'tGrey iron castings — Specification ( fourth revision ). 

( Page 5. clause 4.3.1. line 4 ) — Substitute '[ see IS 3972 ( Part 2/Sec 2 ): 
1985*]' /or'*'. 

( Page 5. footnote marked '*' ) — Substitute the following for the existing 
footnote: 

'*Methods of test for vitreous enamelware : Part 2 Test methods, Section 2 Law and high voltage 
tests for detecting and locating defects {first revision ).' 
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AMENDMENT NO. 1 MAY 1986 
TO 



IS: 3972(Part 1/Sec 2)- 1982 METHODS OF TEST KR 

VITREOUS ENAMELWARE 

PART 1 PREPARATION OF SPECIMEN FCR TESTING 

Section 2 Enamelled Cast Iron 

( First Revision ) 



( First cover page, pages 1 and 2, sub-title ) - 
Substitute the following for the existing Part 1 Title: 

PART 1 FRCDLOKN OF SPECIMENS ICR TESTING' 

( Page 2, 5th line of the composition of CDC 27:4) - 
Substitute the following for the entries of Dr S.L. Mitra: 

'DR S.L. MIIRA Directorate General of 

Health Services, New Delhi.' 
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0. FOREWORD 

0.1 This Indian Standard ( Part 1/Scc 2 ) ( First Revision ) was adopted 
by the Indian Standards Institution on 26 October 1984, after the draft 
finahzed by the Ceramic ware Sectional Committee had been approved 
by the Chemical Division Council. 

0.2 The Committee, while revising IS : 3972-1968"^, decided to publish 
this standard in two parts. Part 1 will deal with production of specimen 
for testing in two Sections, namely Section 1 Enamelled sheet steel and 
Section 2 Enamelled cast iron, and Part 2 would deal with various test 
methods. 

0.3 For testing both vitreous enamels and enamelware, either whole 
articles may be taken as specimens or portions may be cut out of them as 
specimens. But where this is not possible or when the loss in mass per 
unit area of the enamel coating is to be determined quantitatively, 
specimens may have to be prepared specially ( see 4 J as the specimens 
cut from enamelled articles ( see 5 ) may reduce the accuracy of test 
results. Accordingly, in this standard details have been given for the 
production of specially prepared specimens and also for cutting specimens 
from production articles. 

0.4 In the preparation of this standard ( Part 1/Sec 2 ), assistance has 
been derived from ISO 2724-1973 ' Vitreous and porcelain enamels for 
cast iron — Production of specimens for testing' issued by the Inter- 
national Organization for Standardization ( ISO ). 

0.5 In reporting the result of a test or analysis made in accordance with 
this standard, if the final value, observed or calculated, is to be rounded 
off, it shall be done in accordance with IS : 2-1960 1. 



^Methods of test for vitreous enamelware. 

tRules for rounding off numerical values ( revised ). 
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1. SCOPE 

1.1 This standard ( Part 1/Sec 2 ) specifies methods for the production of 
specimens suitable for testing vitreous enamels for cast iron and enamelled 
cast iron articles. 

2. TERMINOLOGY 

2.1 For the purpose of this standard the definitions given in IS : 2717- 
1979* shall apply. 

3. SHAPE AND DIMENSIONS OF SPECIMENS 

3.1 The specimens shall be flat, circular, square or rectangular enamelled 
plates of cast iron with a diameter or side length of any suitable size not 
exceeding 110 mm. 

NOTE — Shape and dimensions depend upon the dimensions of the testing 
apparatus and the kind of balance, if loss in mass is to be determined; the required 
weighing accuracy being 0.2 mg. 

3.2 The specimens may be specially cast plates or plates cut from a cast 
iron bar, with a minimum thickness of 2.5 mm, or they may be cut from 
enamelled cast iron articles. 

NOTE — If the mass of the cast specimens exceeds the carrying rapacity of the 
balance, it is permissible to reduce the thickness by machining. For a balance with 
a carrying capacity of 200 g, specimens of the following dimensions are suitable: 

a) specially cast plates of cast iron with a diameter of 95 mm and a thickness of 
30 + 0.2 mm; or 

b) plates with a diameter of 105 mm and thickness of 2.5 mm cut from a cast 
iron bar or cut from enamelled articles. 

4. PRODUCTION OF SPECIALLY PREPARED SPECIMENS 

4.1 Material — The cast iron upon which enamel is applied shall be 
enamelling quality cast iron. 

4.1.1 The approximate composition of minor constituents of cast iron 
shall be according to cast iron grade 20 of IS : 210- 1978 1. 

4.2 Procedure 

4.2.1 Dry Process Enamels — Anneal the cast plates at a temperature 
between 750 to 800°C. Prepare the plates for enamelling by any one 
of the recognized procedures, but use the same procedure and materials 
for preparing specimens for comparison. 



^Glossary of terms relating to vitreous enamelware and ceramic-metal systems {first 
revision). 

tSpecification for grey iron castings ( third rivision ). 
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4.2.1.1 Apply ground coat by pouring or spraying one or both sides 
of the specimen so that agreed thickness of coating is obtained. 

4.2.1.2 After drying and fusing of the specimen, apply the cover 
coat on one side only and fuse again, ensuring that there is a minimum 
of build-up around the edge of the specimen. 

NOTE — For most purposes two cover coats are standard procedure, but in cases 
where more cover coats are considered to be usual practice, the additional coats shall 
be applied. 

4.2.1.3 Coating thickness may vary but specimens for comparison 
shall be of the same thickness. 

4.2.2 Wet Process Enamels — Anneal and prepare the cast plates as 
specified in 4.2.1. 

4.2.2.1 Apply ground coat as in 4.2.1.1. 

4.2.2.2 After drying, fusing and cooling of the specimen, apply the 
cover coat on one side only. For ensuring that there is minimum of 
build-up around the edge of the specimen, suitably wipe the applied 
enamel from the edges to a width of 2 mm after drying and then fuse. 

NOTE — For most purposes one cover coat is standard procedure, but in cases 
whore two or three cover coats are considered to be usual practice, the additional 
coats shall be applied. 

4.2.2.3 Coating thickness may vary but specimens for comparison 
shall be of the same thickness. 

4.2.3 Direct-on Enamels for Cast Iron — Anneal and prepare the cast 
plates as in 4.2.1. 

4.2.3.1 Apply the enamel to one or both sides of the specimen 
according to accepted practice. 

NOTE — When in practice the usual application consists of one coat only, one coat 
shall be applied. In rases where additional coatings are a necessary part of the 
finish, these coatings shall be applied accordingly. 

4.2.3.2 Coating thickness may vary but comparative specimens shall 
be of the same thickness. 

4.3 Quality of Surface and Finish — The surface of the enamelled 
specimens shall be flat and free from delects. 

4.3.1 The specimens shall be checked by visual inspection for freedom 
from defects. However, the specimens for enamels for containers and 
apparatus for the chemical industry shall be checked with high voltage 
for freedom from weak places and pin holes*. The voltage to be used for 
the test shall be as agreed to between the purchaser and the supplier. 



^The standard is under preparation. 
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5. SPECIMENS FROM PRODUCTION ARTICLES 

5.0 General — Specimens shall be taken only from flat areas of the 
enamelled articles. 

5.1 Procedure — Before cutting off the specimens, remove the enamel 
along the cutting surface by grinding, the width of the zone fiom which 
the enamel is to be removed being determined by the width of the cut- 
ting tool and an extra margin of 2 mm for safety. If the loss in mass 
per unit area of the enamel coating is to be determined, specimens shall 
be taken from those flat areas where the reverse side is protected by at 
least a ground or direct-on enamel coat as the case may be. 

NOTE — Grinding machines are suitable for grinding oif the enamel, where silicon 
carbide, corundum or diamond grinding wheels are used. 
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